
MULTISPEC®  

UV-Lamp LW/SW 

Darkrooms / Cabinets  Made in Germany 
 
 

UV-AC EC MULTISPEC Ultraviolet Handlamp for all Longwave and  

 Shortwave UV fluorescence tests of diamonds, gems and  

 minerals. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Lamps 2 x 4 Watt linear fluorescent UV lamps, mounted in parallel order. 

  

UV Longwave High Intensity UV of 366 nm Black Light. 

UV Shortwave High Intensity UV of 254 nm Germicidal Light. 

UV-Filter UV light exit of 70 x 45 mm (2.8 x 1.8’’). 

 

Two Switches Each LW/SW wavelength alternatively. Red indicator light flashes 

 when switched on. 

 

UV Intensity Maximum of intensity after 3 minutes warm-up period of fluorescent  

 lamp. The brightness of UV fluorescence colours of specimen depends 

 on distance to filter. For comparison same test distance is necessary. 

 Easy to be obtained with UV darkrooms. 

 

UV Master for For quantity evaluation of diamond UV fluorescence colours it is  

Diamonds indispensable to use UV master stones under reproducible test  

 conditions. 

 

UV Intensity  UV filter and UV fluorescent lamps decrease in intensity after 1,000 

Alterations to 3,000 hours of operations. 

 

UV-Lamp Lifetime Average lifetime  is approx. 3,000 hours and more, depending on  

 operation modes. 

 

Dimensions (WxHxD) 185 x 65 x 50 mm. (7.3 x 2.6 x 2.0'') 

 

Weight 260 g (0.57 lbs.). 

 

Power 220 – 240V / 50 – 60Hz,  

 100 – 120V / 50 – 60Hz by type UV-AC WD 

 Power cord with 2-poles Euro-plug 1,800 mm (6') 

 Degree/class of protection: II.  

 Electromagnetic compatibility following the EU norms. 
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 Recommended Equipment 
 

UV-D/GIA Viewing cabinet for analysis of UV fluorescence colours  

Darkroom/Stand independent from room environmental light. Compact and lightweight. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

UV Testing  Distance from UV-filter to testing plane 50 mm (2”)  

Geometry as by international standards/tests, i. e. GIA unit. 

 

Case Design & Made of durable plastics. Specimen plane covered with non-reflective foam 

Dimensions rubber to absorb the visible blue part of UV light. 

 

 (WxHxD) 195 x 105 x 100 mm (7.7 x 4.1 x 3.9") 

 Font side opening: 140 x 60 mm (5.5 x 2.4") 

 

Weight 200 g (0.4 lbs). 
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Module 6 UV darkroom/stand for spacious handling of UV-test  

Darkroom specimen independent from room environmental light. 

GEMMODUL 

compatible 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

UV Testing Distance from UV-filter to testing plane 74 mm (2.9") 

Geometry 

 

Case Design & Solid aluminium profile, black resistant epoxy coating. Specimen plane  

Dimensions covered with non-reflective foam rubber to absorb the visible blue part of  

 UV light. 

 (WxHxD) 270 x 100 x 140 mm (10.6 x 3.9 x 5.5''). 

 Front side opening : 250 x 80 mm (9.8 x 3.1'') width.  

 

Weight 260 g (0.59 lbs)  

 

Use with other Top opening for UV-lamp is 185 x 65 mm (7.3 x 2.6"), to fit MULTISPEC 

UV-Lamps types. Traditional MINERALIGHT UV-lamps need an optional  

 adapter for secure positioning, GIA model # 745000 as well. 

 Ask for update/upgrade consultancy! 

 

 

 

 

 

 

 

 

 

 

 

GEMMODUL®  Module 6 combines with every other Module of the GEMMODUL 

Instrument Series Instrument Series to compose an individual Gem Testing Lab.  
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