
DIALITE  PRO  T 
2 x 55 Watt DIM 
Indirect 
  Made in Germany 

PRO 2/55 DIMi  Professional table top light at spring-balanced articulated arm.  
 Outstanding unique lighting power of 2x55 Watt compact fluorescent lamps.                

Dimmable,  flickerfree,  cool and indirect. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

 
 
 
Two Lamps 2 x 55 Watt compact fluorescent lamps mounted in parallel order.  
 
 
 

 

 

Lamps Essential for the vision task is the colour of light of the fluorescent lamps 
Colours of Light as well as the quality of the colour rendering. At choice are colours of  
Colour Rendering light from daylight 6,500 Kelvin to 3,000K incandescent yellow, some of  
Mixed Light them with fullspectrum colour rendering >90. All DIALITE reflectors have  
 two parallel lamp positions. If two lamps of different colours of light are  

 used the task can be Illuminated in alternate or mixed colours.  Thus it is 
possible to work with three different colours of light.  

 

Two Switches Both  lamps separately switchable, irrespective of dimming. 
  
DIM Both lamps are separately dimmable by electronic controls at both sides  
 of the reflector.  
 
electronic Flimmer-and flickerfree high frequency operation by an electronic ballast  
 for each lamp.     
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Illuminance  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
Indirect The two lamps are also illuminating the ceiling of the room through 
Light  the open topside of the reflector. This indirect light creates a positive,  

harmonic atmosphere in the room – just like a floor lamp.  
Ceiling lights are unnecessary, furthermore are often recognized as  
disturbing.  The black metal grid on the topside avoids the cognition of  
exiting light as glaring.  

 
 
 
 
 
 
 
 
 
 
 
Cool  The heat generated by the fluorescent lamps exhausts through the  
reflector open topside of the reflector which leads to a cool reflector. Good for  
 comfortable temperatures around the head.  
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Reflector/Shade Solid aluminium profile, with resistant epoxy coating of silvergrey colour. 

White internal reflector for authentic colour rendering.  Topside opening 
covered by black metal louvre.  

 Practical handles for easy handling. 
  
Spring-Balanced Elegant and rugged aluminium profiles and      
Articulated Arm joints. The reflector is featherly adjustable. Aligment by parallel movement.   
 A precise head joint allows sidewise swivelling and turning.   
 Silvergrey  epoxy coating.  
 

 

 

 

 

 

 

 

 
 
 
 
 
Spring Arm            The spring tension of the horizontal  arm can be readjusted 
Tension Force if necessary. 
 
Weight Abt. 5,000 g (11 lbs.). 
 
Power 220-240V/50Hz. Power cord 3-wire grounded type, 2,500 mm (8 ft) 
 long, with removable plug. Degree/class of protection: IP20/I. 
 100-120V/50-60Hz by optional voltage converter. 
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  Accessories for mounting 
 
 
Mountings There is a great variety of mountings for the PRO lights. The installation  

is easily done,  just put the stud of one of the mountings shown into the hole of the 
vertical arm’s underside.   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
Power cord Alternatively to the power cord exit at the back side of the light (A) 
routing the power cord can be routed through the bottom of the vertical arm 
through/ and the screw down desk flange C-PRO under the table board (B). Thus 
under “cable spaghetti” on the table top is avoided.  
the table 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TKS-PRO 
Desk clamp  
for table boards 
from 10-80mm 
Anthracite 

AFK-PRO 
Screw down base 
170 x 170mm 
Anthracite 

S 11-PRO 
Heavy base 
Diameter 285mm  
Gewicht 11,000g 
Anthracite 

C-PRO 
Screw down flange 
Diameter 70mm  
Anthracite 

B-PRO 
Wall mount 
Anthracite 

C-PRO 
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 Accessories for reflector 
 
Reflector Avoiding glare in longitudinal and lateral direction at high reflector positions.  
Louvre A pro rata loss in light intensity has to be considered.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Glare Protection At very high reflector positions glare even for opposite persons may arise.  
Shades The two metal shades avoid this without reducing the brightness. Easy 
 mounting at front and backside of the reflector.   
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Flame- The fluorescent lamps are short term flame resistant as their heat 
Resistance exhausts through the top side grids – without damage.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Metal The black plastic sideparts of the reflector are optional available in  
sideparts anthracite metal make. Thus the reflector is even more 
 flame resistant.  
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